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ABOUT US
Preston Hire is committed to providing you with quality, specialised hire equipment for your
construction, infrastructure, civil and commercial hire needs.

We are proud of ouy, our people and our reputation as a trusted and reliable team.
You can COUNT ON US to get the job done.

Our range of specialised hire products have been thoughtfully selected to deliver solutions for all
types of construction challenges. From loading and lifting to reaching, raising, renovating, and
repairing our fleet of products and our experienced team will assist you from start to finish.

No matter your industry or type of expertise, give us a call to discuss how we can help you!
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SUPERDECK

1



2.2
DIMENSIONS

CAPACITY

PROP OR BOLTDOWN OPTIONS AVAILABLE

3.2

CAPACITY

PROP OR BOLTDOWN OPTIONS AVAILABLE

4.2

CAPACITY

Max Outboard

PROP OR BOLTDOWN OPTIONS AVAILABLE

SUPERDECK   - LOADING PLATFORMS

Brochure Download Brochure DownloadBrochure Download

DIMENSIONS DIMENSIONS

Width Of Deck

Max. Load

Tare Weight

5000kg

3500kg

5250mm

4200mm

Max. Load

Tare Weight

5250mm

3200mm

Max. Load

Tare Weight

5250mm

2200mm

Max Outboard

Width Of Deck

 5000kg

 2500kg

Max Outboard

Width Of Deck

 5000kg

 3000kg

*Custom solutions AVAILABLE ON REQUEST

3653mm2653mm
1653mm

4200mm3200mm2200mm

Extended Side Panels Deck Roller Deck Trolley Deck Gate

Chemset Bracket Internal FenceExtended Deck

Available Accessories:

®
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SUPERCRANE
TASKS
� Rail
� Civil
� Roads
� Tunneling
� Construction
� Retail Setup
� Infrastructure
� Material Handling

Work under direct supervision and instruction

CAPABILITIES

TICKETS
� Yello Ticket

SUPERCRANE™

3



                   SUPERCRANE™ - MINI CRANES

DIMENSIONS

3030mm

750mm 

1990mm

2290kg

SPECIFICATIONS  

955kg @ 1.0m

180kg @ 9.9m 

11.3m

DIMENSIONS

SPECIFICATIONS  

 1720kg @ 1.0m

 220kg @ 5.17m

5.5m

1033 174

DIMENSIONS

 

Width (mm)  

Height (mm)  

Weight (kg)  

SPECIFICATIONS

Max. capacity Max. 2820kg @ 1.4m

Max. working radius (main boom) 150kg @ 8.2m

Boom Length (m) 8.5m

285

Length (mm) 

Width (mm)

Height (mm)

Weight (kg)

Length (mm)

Width (mm)

Height (mm)

Weight (kg)

Length (mm)

Max. capacity Max.

Max. working radius (main boom)

Boom Length (m) 

 

 

Max. capacity Max.

Max. working radius (main boom)

Boom Length (m) 

2000mm

590mm

1300mm

1290kg

2715mm

750mm

1440mm

Brochure Download Brochure DownloadBrochure Download

1720kg or 1960kg (Depending on Model)

*specifications may vary

DIMENSIONS

 2730mm

Width (mm)  600mm 

Height (mm)  1430mm

Weight (kg)  

SPECIFICATIONS

Max. capacity Max. 2930kg @ 1.4m

Max. working radius (main boom) 130kg @ 8.41m 

Max. Lifting height (m) 8.65m

295

2040kg

Length (mm)

DIMENSIONS

4285mm

1280mm 

1695mm

 3770/3900kg 

SPECIFICATIONS  

2980kg @ 2.5m

250kg @ 12.1m

12.5m

 

305

 

Width (mm)  

Height (mm)  

Weight (kg)

Length (mm)

 

 

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

DIMENSIONS

 

Width (mm)  

Height (mm)  

Weight (kg)  

SPECIFICATIONS

Max. capacity Max. 2820kg @ 1.4m

Max. working radius (main boom) 150kg @ 8.2m

Max. Lifting height (m) 8.5m

285CB

Length (mm) 2715mm

750mm

1440mm

1995kg

Brochure Download Brochure DownloadBrochure Download
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SUPERCRANE™
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                   SUPERCRANE™ - MINI CRANES

DIMENSIONS

SPECIFICATIONS

376

DIMENSIONS

SPECIFICATIONS

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

506

 

 

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

DIMENSIONS

5610mm

1670mm  

2185mm

 8370kg

SPECIFICATIONS  

6000kg @ 3.0m

200kg @ 18.6m

23.0m

DIMENSIONS

5900mm

1670mm  

2490mm

 10230kg

SPECIFICATIONS

 8090kg @ 2.4m

 340kg @ 8.8m

25.5m

706 815

 

Width (mm)  

Height (mm)  

Weight (kg)

Length (mm) 

Width (mm)  

Height (mm)  

Weight (kg)

Length (mm)

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

 

 

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

DIMENSIONS

SPECIFICATIONS

 

 

405

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

4980mm

1380mm 

1980mm

5720kg 

Width (mm)

Height (mm)

Weight (kg)

Length (mm) 4870mm

1400mm

2035mm

4840kg 

Width (mm)

Height (mm)

Weight (kg)

Length (mm)4340mm

1300mm

1805mm

4020kg 

Width (mm)

Height (mm)

Weight (kg)

Length (mm)

3030kg @ 2.5m

100kg @ 14.45m

14.45m

3830kg @ 1.5m

210kg @ 16.4m

21.0m

3000kg @ 3.4m

150kg @ 15.52m

16.0m

Brochure DownloadBrochure Download

Brochure Download Brochure DownloadBrochure Download
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SUPERCRANE™
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SUPERCRANE™ - HYDRAULIC CRAWLER

 
DIMENSIONS

8501mm

3000mm retracted, 4000mm extended 

2921mm

 22000kg

SPECIFICATIONS

15000kg @ 2.0m

1100kg @ 17.3m

24.0m

 

DIMENSIONS

 

SPECIFICATIONS

 

 

613 643

DIMENSIONS

 

Width (mm)  

Height (mm)  

Weight (kg)

SPECIFICATIONS

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

653

Length (mm) 

Width (mm)  

Height (mm)  

Weight (kg)

Length (mm) 

Width (mm)  

Height (mm)  

Weight (kg)

Length (mm)

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

 

 

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

DIMENSIONS

4020mm

1655mm 

2500mm
 4400kg

SPECIFICATIONS

2930 kg @ 1.5m

200 kg @ 8.3m

9.3m

DIMENSIONS

5005mm

2350mm 

2685mm

 10420kg

SPECIFICATIONS

 4900kg @ 2.1m
 200kg @ 14.5m

20.3m

383 785

DIMENSIONS

 6545mm

Width (mm)  2490mm 

Height (mm)  2965mm

Weight (kg)  

SPECIFICATIONS

Max. capacity Max. 6000kg @ 2.6m

Max. working radius (main boom) 430kg @ 16.1m

Max. Lifting height (m) 22.0m

1385

15850kg

Length (mm) 

Width (mm)  

Height (mm)  

Weight (kg)

Length (mm) 

Width (mm)  

Height (mm)  

Weight (kg)

Length (mm)

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

 

 
Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

9728mm

3000mm retracted, 4500mm extended 

3226mm

42000kg

10700mm

3000mm retracted, 4500mm extended 

3180mm

50200kg

40000kg @ 2.0m

1500kg @ 27.1m

43.0m

50000kg @ 2.0m

2200kg @ 26.0m

43.4m

Brochure DownloadBrochure DownloadBrochure Download

Brochure DownloadBrochure DownloadBrochure Download
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SUPERCRANE™
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                   SUPERCRANE™ - HYDRAULIC CRAWLER

DIMENSIONS

SPECIFICATIONS

DIMENSIONS

SPECIFICATIONS  

 

 

1060 673

DIMENSIONS

Width (mm)   

Height (mm)

Weight (kg)

SPECIFICATIONS

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

800TB

Length (mm)

Width (mm)  

Height (mm)

Weight (kg)

Length (mm) 

Width (mm)  

Height (mm)

Weight (kg)

Length (mm)

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

 

 

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

11385mm

3000mm retracted, 4800mm extended 

3145mm

62600kg

60000kg @ 2.0m

1600kg @ 36m

56m

12960mm

3000mm retracted, 4800mm extended 

3195mm

69800kg

70000kg @ 2.0m

1900kg @ 32.m

50m

14560mm

3490mm retracted, 5100mm extended 

3640mm

86000kg

80000kg @ 3.0m

1800kg @ 36.0m

64m

Brochure DownloadBrochure DownloadBrochure Download

Brochure Download

 

DIMENSIONS

 

SPECIFICATIONS

 

CITYCRANE

 

Width (mm)

Height (mm)

Weight (kg)

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

Length (mm)

13000kg at 1.7m

320kg at 22.5m

30m

 

7440mm

1995mm 

2845mm

13765kg

Brochure Download

 

DIMENSIONS

 

SPECIFICATIONS

 

100T

 

Width (mm)

Height (mm)

Weight (kg)

Max. capacity Max.

Max. working radius (main boom)

Max. Lifting height (m) 

Length (mm)

  100000 kg @ 3m

     1100kg @ 48m

   59m

 

16230mm

5250mm 

3630mm

105000kg
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Preston Hire offers a range of crane accessories, tailored and suit to any hire.
For more information about accessory items, speak to a SuperCrane Specialist and find out what best suits your
requirements. 

Acessories Available. 

Lever Block/Chain Block - Lever blocks are a manual hoist using a ratchet and 
pawl mechanical configuration to lift, lower or pull a load and to apply or release 
tension.

Two Way Radios - For communication

Chains/Slings - All Purpose Lifting Equipment

Headache Ball - An auxiliary hook that can be hooked on a crane

Remote & Cable - Cable remote controller for remote machine operation

Glass Lifter - A convenient way to lift glass, metal, ceramic and other materials 
and position them for fixing. Vacuum technology to grip the surface glass lifters 
are an easy lifting solution. 
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SUPERELEVATE™ - SCISSOR LIFTS

8/8AC    630

TRANSPORT DIMENSIONS

1900mm

TRANSPORT DIMENSIONS

GRADEABILITY

790mm

1980mm

25°

Tilt 1.5° - 3.0°

+/-20° front

+/-20° rear

+/-20° side

Length

Width

Height

Height 7770mm 

WORKING HEIGHT WORKING HEIGHT
Height 6400mm 

 | prestonhire.com.au1800 440 550

GRADEABILITY

Weight 1520kg

1930mm

1500mm

2330mm

Length

Width (min 1200mm)

Height
Weight 1700kg

SUPERELEVATE™ - SCISSOR LIFTS

   1090

TRANSPORT DIMENSIONS

GRADEABILITY

+/-15° front

+/-20° rear

+/-14° side

WORKING HEIGHT

2290mm

1680mm

2610mm

Length

Width (min 1200mm)

Height
Weight 2900kg

   850

GRADEABILITY

TRANSPORT DIMENSIONS

WORKING HEIGHT
Height 7880mm 

+/-16° front

+/-20° rear

+/-15° side

1940mm

1500mm

2500mm

Length

Width (min 1300mm)

Height (min 1990mm)
Weight 2160kg

Height 10000mm 

Brochure Download Brochure Download

Brochure Download Brochure Download

SE 8 SE 8AC
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SUPERELEVATE™ - SPIDER LIFTS

   16.74

TRANSPORT DIMENSIONS

STABILISER FOOTPRINT

Length (max)

Width (max)

WORKING ENVELOPE
Height
Reach
Capacity

 15800mm
7400mm

230kg

 

4440mm

780mm

199mm

Length

Width 

Height
Weight 2100kg

   13.76

STABILISER FOOTPRINT

TRANSPORT DIMENSIONS

WORKING ENVELOPE

Height
Reach
Capacity

 13000mm
7500mm

230kg

 

Length (max)

Width (max)

4590mm

780mm

1950mm

Length

Width

Height
Weight 1720kg

   18.93

TRANSPORT DIMENSIONS

STABILISER FOOTPRINT

Length (max)

Width (max)

WORKING ENVELOPE
Height
Reach
Capacity

 17800mm
9300mm

230kg

4440mm

780mm

1995mm

Length

Width

Height
Weight 2385kg

3000mm

3000mm

3000mm

3000mm

3000mm

3000mm

22.11

TRANSPORT DIMENSIONS

STABILISER FOOTPRINT

Length (min)

Width(max)

WORKING ENVELOPE
Height
Reach
Capacity

 22000mm
10900mm

250kg

 

5200mm

945mm

1970mm

Length

Width

Height
Weight 3130kg

22.10

STABILISER FOOTPRINT

TRANSPORT DIMENSIONS

WORKING ENVELOPE

Height
Reach
Capacity

 

21700mm
10300mm

230kg

 

Length (max)

Width (max)

5980mm

980mm

2070mm

Length

Width

Height
Weight 3180kg

33.15

TRANSPORT DIMENSIONS

STABILISER FOOTPRINT

Length (min)

Width(max)

WORKING ENVELOPE
Height
Reach
Capacity

 32400mm
14700mm

230kg
 

7130mm

1390mm

1990mm

Length

Width

Height
Weight 6800kg

5050mm

3870mm
5954mm

3992mm

6670mm

4610mm

Brochure Download Brochure Download Brochure Download

Brochure Download Brochure Download Brochure Download

16



™

17



DIMENSIONS

CAPACITY

 RR14EVO3

+ Push Trolley
+ Pentograph
+ Lightweight Foam RRAP

+ Light Towers

Preston Hire offers a range of rail solution  accessories, tailored and suit to any hire. 
For more information about accessory items, speak to a Rail Specialists and find out what best 
suits your requirements.

Accessories includes:

Brochure Download

 Max. working height rail 14.4m (tyres 14.10m)

 Max. horizontal outreach rail 9.3m (tyres 10.20m)

 Total weight 13500kg

 Max. load capacity 400kg

5
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5131
1100
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7
5

0

1000

2000
2131

369

OPTIONALS

WORKING DIAGRAM

Inductive Blade for side to side measurements

MAIN TECHNICAL FEATURES

9 l/min’

Max working pressure 140 Bar

Upward force to the overhead line from 5 to 50 kg

Recovered total height 2.21 m

Fully extended total height 5.21 m

Horizontal reading side to side by visual ruler

Total weight 220 kg

ELECTRIC PARAMETERS

Voltage supply 24 Vdc

Impedance throught pantograph Ohm

Bonding harness 70 sqmm

Wider display fitted to the
blade and visible from the 
machine.

Narrower blade 1600mm 
in substitution of the 
1900mm standards.

GPS and datarecorder 
with 
data Simcard.

Friction winch for 
pantograph mounting 
and dismounting.

Max flow rate

18



SUPER
EARTHMOVING™
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SUPEREARTHMOVING™ - EXCAVATORS

SY16C SY26U SY35U

DIMENSIONS

SPECIFICATIONS SPECIFICATIONS

1 750 kg

DIMENSIONS

SPECIFICATIONS

DIMENSIONS

14.6 kW/ 2400 rpm

0.04 m3

Operating Mass 2760 kg

Engine Power

Bucket Capacity

15.2 kW/ 2 500 rpm

0.06 m3

3860kg

18.2kW/2400 rpm

0.12m3

3575mm

980/1350mm

2420mm

Length

Width

Height

4285mm

1550mm

2430mm

Length

Width

Height

3575mm

980/1350mm

2420mm

Length

Width

Height

Operating Mass

Engine Power

Bucket Capacity

Operating Mass

Engine Power

Bucket Capacity

SY50U SY80U SY135C

DIMENSIONS

SPECIFICATIONS SPECIFICATIONS

5300 kg

DIMENSIONS

SPECIFICATIONS

DIMENSIONS

29.1 kW/ 2400 rpm

0.152 m3

Weight 8800 kg
Engine Power

Bucket Capacity

53.7 kW/ 2100 rpm
0.28 m3

 15100kg

 78.5 k@/2000rpm

 0.6m3

5390mm

1960mm

2630mm

Length

Width

Height

6500mm

2220mm

2550mm

Length

Width

Height

7700mm

2590mm

2820mm

Length

Width

Height

Weight

Engine Power

Bucket Capacity

Weight

Engine Power

Bucket Capacity

Brochure Download Brochure Download Brochure Download

Brochure Download Brochure Download Brochure Download
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SUPER
EARTHMOVING™
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SUPEREARTHMOVING™ - EXCAVATORS

SY155U SY215C

SPECIFICATIONS

1600kg

DIMENSIONS

SPECIFICATIONS

DIMENSIONS

78.5 kW/ 1800rpm

0.06 m3

Weight 22000kg

Engine Power

Bucket Capacity

78.5 kW/ 2000 rpm

0.06 m3

5390mm

1960mm

2630mm

Length

Width

Height

7700mm

2590mm

2820mm

Length

Width

Height

Weight

Engine Power

Bucket Capacity

Brochure Download Brochure Download

Auger

Tilt Bucket Compaction Wheel

RipperRock Breaker

Hydraulic Grab

Available Accessories:

22

SY265C

SY365C

SPECIFICATIONS

27000kg

DIMENSIONS

SPECIFICATIONS

DIMENSIONS

142 kW/ 2000rpm

1.3 m3

Weight 36000kg

Engine Power

Bucket Digging Force

212 kW/ 2000 rpm

235 kN

10290mm

2990mm

3140mm

Length

Width

Height

11530mm

3190mm

3545mm

Length

Width

Height

Weight

Engine Power

Bucket Capacity

Brochure Download

Brochure Download



SUPERGLASSHANDLING™
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SUPERGLASSHANDLING - GLASS LIFTING RIGS

GL-LN400 GL-N400-300 GLCC777600

DIMENSIONS

 

SPECIFICATIONS

 

  

 Max. capacity                      400kg

 

Length (mm)  

Vacuum pads

Width (mm) 400mm
 

4

Weight

1650mm

45kg

DIMENSIONS

SPECIFICATIONS

 

 

Max. capacity  (horizontal) 400kg

 

Length (mm)  

Vacuum pads

Width (mm) 190mm
 

4
Weight

1700mm

35-45kg

DIMENSIONS

 

SPECIFICATIONS

 

 

 Max. capacity  (Flat Glass)   600kg 

 

Length Extended  (mm) 

Vacuum pads

Width Extended (mm) 1880mm
 

     8

Weight

1280mm

      170kg

Max. capacity  (vertical) 300kg  Mounted to Crane

400

1
6

5
0

250

1
7

0
0

 

860 

1290 

1
2

9
0

 

Brochure Download Brochure Download

Preston Hire has an extensive range of Glass Handling equipment and services to cater to the commercial glazing 
industry. Designed to complement our extensive range of mini cranes, SuperGlassHandling is a highly specialised 
service that has evolved from customer demand and our ongoing commitment to COUNT ON US for all hire 
equipment needs.

300kg max capacity 4 pads   

600kg max capacity  8 pads 

960

1880

400

8
5
0

1
2
8
0

Extension arm with suction cup

Brochure Download
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SUPERGLASSHANDLING™
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SUPERGLASSHANDLING - GLASS LIFTING RIGS

   GL-N800 GL-KN1000

DIMENSIONS

 

SPECIFICATIONS

 

  

 Max. capacity                   800kg

 

Length Extended  (mm) 

Vacuum pads

Width Extended (mm) 1604mm
 

4-8

Weight

2000mm

60-90kg

DIMENSIONS

SPECIFICATIONS

 

 

Max. capacity  (horizontal) 1000kg

 

Length Extended (mm) 

Vacuum pads

Width Extended (mm) 1470mm
 

10
Weight

2300mm

90-120kg

1
4

0
0

 

1050 

2
3

0
0

 

1470 

250 

904 mm

1604 mm

2
0

0
0

 m
m

1
0

0
0

 m
m
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Preston Hire has an extensive range of Glass Handling equipment and services to cater to the commercial glazing 
industry. Designed to complement our extensive range of mini cranes, SuperGlassHandling is a highly specialised 
service that has evolved from customer demand and our ongoing commitment to COUNT ON US for all hire 
equipment needs.
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Preston Hire - VIC/TAS   

vicsales@prestonhire.com.au

 

 

 

  

 

SPECIALISED EQUIPMENT HIRE

SOLUTIONS

Preston Hire - Auckland
31 Patiki Rd,
Avondale, Auckland 1026
nzsales@prestonhire.co.nz *Preston Hire available across Oceania

Preston Hire - QLD
83 Parramatta Road, 
Underwood, QLD 4119
qldsales@prestonhire.com.au

Preston Hire - WA/NT
Unit 2,8 Hunt Street,
Malaga, WA 6090
wasales@prestonhire.com.au

Preston Hire - NSW
Unit 3,10 Tarlington Place,
Smithfield, NSW 2164
nswsales@prestonhire.com.au

  

  

 

Branch Locations

Preston Hire - Christchurch
14 Paradyne Place
Wigram, Christchurch 8042
nzsales@prestonhire.co.nz

38-40 Sunline Drive,
Truganina, VIC 3029

Preston Hire - SA
102 Cormack Road,
Wingfield, SA 5013
sasales@prestonhire.com.au
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