7@ 341 L] 8@ EXCAVATOR PRESTART CHECKLIST

EXCAVATOR DETAILS

COMPANY NAME MACHINE MAKE & MODEL UNIT

OPERATOR SITE AREA HRS START: DATE: / /

ENSURE THAT ALL BOXES ARE MARKED, E.G.[/ FOR OK, X] DEFECT FOUND. PUT NA AS APPROPRIATE

FLUID LEVELS

ACTION INITIAL ACTION INITIAL
NO FLUID LEAKS SLEW MOTOR OIL LEVEL
ENGINE OIL LEVEL HYDRAULIC OIL
RADIATOR LEVEL FUEL LEVEL

INSPECTION LIST

ACTION INITIAL ACTION INITIAL

BUCKET TEETH/PIN WEAR GAUGES WORKING CORRECTLY

GREASE LINES/ GREASE POINTS LUBRICATED MIRRORS

TRACKS / CHAINS / SHOE / WEAR LIGHTS

FIRST AID KIT HORN AND REVERSE ALARM

TRACK TENSION WINDOW / WIPERS

HYDRAULIC HOSES (CHECK FOR RUBBING) SEAT / SEAT BELTS

HYDRAULIC RAMS CHECKED AIR CONDITIONING

HAND RAILS/DOOR HANDLES FIRE EXTINGUISHER

RADIATOR CONTROLS WORKING CORRECTLY

00001000000

RADIATOR HOSES QUICK HITCH WORKING CORRECTLY

BATTERY CONDITION

00000400000

ANY GENERAL DEFECTS MUST BE NOTED BELOW.

PRESTART CHECK LIST MUST BE COMPLETED AT THE BEGINNING OF EVERY SHIFT OR BEFORE OPERATING AFTER MACHINERY
DURING THE SHIFT.

NOTE: THESE ARE INTENDED AS A MINIMUM STANDARD AND SHOULD NOT OVER-RIDE SPECIFIC PLANT REQUIREMENTS.

COMMENTS/ADDITIONAL NOTES: OPERATOR'S SIGNATURE:

(THIS SHEET TO BE PASSED TO SUPERVISOR ONCE COMPLETED)

ANY FAULTS FOUND NOT LISTED IN THE ABOVE CATEGORIES AND AFFECTS THE SALE
OPERATION OF THE MACHINE MUST BE REPORTED TO THE SUPERVISOR IMMEDIATELY.



